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VILLAGE OF BLOOMINGDALE

BUILDING AND ZONING DIVISION

RESIDENTIAL PATIO SPECIFICATIONS

BUILDING PERMITS:
Application/Permit is required for any patio construction.

PERMIT FEES:
Per Village of Bloomingdale Fee Ordinance No. 2009-42:  
PERMIT APPLICATION REQUIREMENTS:
1. Completed building permit application form.

2. Completed Stormwater and Flood Plain Management Certification form.
a. Include a calculation of development area (area disturbed by proposed activity).

b. Include a calculation of new net impervious area (impervious areas are those areas of the development activity that will shed runoff during rainfall, such as rooftops, concrete or asphalt pavement, brick pavers, retaining walls, outdoor small structures, building additions).
c. Submit a stormwater submittal if the disturbed area is greater than 5,000 square feet or the new net impervious area is greater than 2,500 square feet.
d. Show the direction of flow of runoff from the impervious areas.  Runoff should be directed to the front or rear of the site, preferably across lawns and contained on each site.
3. $10,000 surety bond.

4.
Two (2) copies of Plat of Survey showing the following:



a.
Legal property description.

b. Location of principle building and any other accessory structures. 



c.
Location of patio in compliance with size and location requirements. 




Show dimensions of the proposed new impervious area.

d.
If applicable, from all utility companies located within an easement, written permission to encroach on that easement(s).

e. If property has a septic field, prior approval from DuPage Co. Health Dept. (630) 682-7400, TDD (630) 932-1447 is required along with your permit application submittal.


f.
If applicable, show the location of any floodplain, wetland or waterway 

        

buffer on or within 100 feet of the site.

5. 
Signed proposal/contract. 

6.        Homeowners Association approval, if applicable.

LOCATION & SIZE REQUIREMENTS:
See Village of Bloomingdale Zoning Ordinance No. 69-12.

 CONSTRUCTION REQUIREMENTS:
1. Do not block any natural drainage of lot by construction of patio.

2. Any patio that has a roof over it or sun shield requires a frost foundation of 42” minimum below grade to support the roof.  Architectural drawings may be required subject to review by the Building Commissioner.

3. If concrete:

a.
4” minimum thickness (6-bag mix).

b. 4” minimum gravel or sand base compacted.

c. Do not pour top of patio slab less than 2” below sill of door at patio.

d. Install flashing behind any wood and down face of foundation where concrete is poured against it.

e. Against brick walls.  Do not pour concrete above weep hole openings.

f.
The contractor shall utilize a concrete wash-out container or other suitable device to prevent wash out debris from leaving the site or entering the roadway, curb line, or storm sewer system.  Any concrete material found outside of the pour area will be required to be removed.

4. Any patio that is 30” or more above grade requires a 36” guardrail around the perimeter.

5. Proper size treads and risers for steps (7¾” Maximum risers – 10” minimum size treads).  Three risers or more require hand and guard rails.

6. Construction shall comply with the 2015 International Residential Code as amended and adopted by the Village of Bloomingdale Ordinance 2016-13.

INSPECTION REQUIREMENTS:

Inspection requirements will be based upon the type of patio construction and will be listed on the permit drawings.

*** ALL INSPECTIONS REQUIRE 24 HOUR NOTICE ***
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