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GENERAL NOTES

ALL REFERENCES TO "VILLAGE" IN THE GENERAL NOTES, PLANS, SPECIFICATIONS

AND SPECIAL PROVISIONS SHALL BE INTERPRETED TO MEAN THE VILLAGE OF BLOOMINGDALE.

ALL REFERENCES TO "STANDARD SPECIFICATIONS" IN THESE GENERAL NOTES SHALL BE

INTERPRETED TO MEAN THE "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE

CONSTRUCTION", ADOPTED BY THE ILLINOIS DEPARTMENT OF TRANSPORTATION ON APRIL 1, 2016.

RESPONSIBILITY FOR VANDALISM

The contractor shall be responsible for the defacement of any concrete pours before they have set up.

Concrete Sidewalk, driveway pavement or curb and gutter that has been defaced, in the opinion of the

Engineer, shall be repaired or removed and replaced by the Contractor at his expense.

WATER FOR CONSTRUCTION & USE OF FIRE HYDRANTS

Village water for construction purposes related to this contract will be available at no cost, although an

account and meter shall be arranged with the Village Public Works Department prior to obtaining water.

PROTECTIVE COAT

Protective Coat shall be applied to all gutter flags, faces and curb heads, sidewalks and P.C.C. driveways.

GRADING

The contractor is expected to provide grading on the future landscape areas of the site to within 1" of the

final grade.  Topsoil thickness shall be as specified in the plans and specifications.  The earthen fill areas

may consist of re-use of excavated materials on the site to minimize or reduce the volume of excess

materials to be hauled of and disposed of off-site.  It is anticipated that the existing bituminous asphalt

parking lot surface would be used for aggregate base course or recycled.  Excavated materials for the

storm tech undergroud stormwater retention system may be respread on the perimeter of the site up

to the final grade elevation (allowing for topsoil).

AGGREGATE BASE COURSE

Substantial areas of the new parking lot are being constructed at a higher grade than the existing parking lot.

Most areas of the new parking lot are setback further from the property boundary than the existing parking lot,

and the grade of the new parking lot is approximately 0.5'-1' above the old parking lot surface in most areas.

As such, there are significant areas where the existing parking lot aggregate base can remain in place as part

of the new parking lot aggregate base, or to become an aggregate sub-base layer in addition to some stone

required to achieve the grades shown on the plan.  It is estimated that 

1

2

 the parking lot aggregate base course

can be stoned in using the on-site materials available.

BENCHMARK

Known property irons are marked in the field with lath (four corners of the site).

The fire hydrant on Schick Road near the southwest corner of the site,

top flange elevation 100.00
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SOIL EROSION AND SEDIMENT CONTROL

CONTRACTOR SHALL FURNISH, INSTALL AND MAINTAIN

IN GOOD WORKING CONDITION ALL COMPONENTS OF

THE SOIL EROSION AND SEDIMENT CONTROL PLAN.

PERIMETER SILT FENCE SHALL BE INSTALLED WHERE

SHOWN ON THE PLANS.  INLET PROTECTION SHALL BE

INSTALLED ON ALL ON-SITE AND OFF-SITE STORM

WATER INLETS AS DIRECTED BY THE ENGINEER.

TO THE GREATEST EXTENT PRACTICABLE, MUD AND

OTHER DEBRIS IS NOT TO BE TRACKED OFF-SITE.

CONTRACTOR AT HIS OWN EXPENSE, WILL FURNISH A

CONSTRUCTION ENTRANCE AS SHOWN HEREIN, AND

MAINTAIN THE CONSTRUCTION ENTRANCE FOR THE

DURATION OF THE PROJECT.  WHEN MUD OR OTHER

DEBRIS IS TRACKED OFF-SITE, THE CONTRACTOR SHALL

PROMPTLY REMOVE SUCH DEBRIS FROM THE STREET

SURFACES.

THE CONTRACTOR SHALL FURNISH, MAINTAIN AND

DISPOSE OF A CONCRETE TRUCK WASH OUT AREA.

WASHOUT OF CONCRETE TRUCKS INTO AREAS NOT

DESIGNATED AS THE WASHOUT AREA WILL NOT BE

ALLOWED.
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DETENTION BASIN
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EAST CROSS SECTION

WEST CROSS SECTION
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PCC BARRIER CURB & GUTTER

PERMEABLE PAVER:

UNILOCK, ECO-PRIORA, SIERRA, IL CAMPO, HERRINGBONE

PATTERN

PERMEABLE JOINT OPENING AGGREGATE:

1

8

" TO 

3

16

" GRANITE CHIPS

KAFKA GRANITE - CHOCOLATE BROWN COLOR

1" CA-16 STONE CHIPS

7" CA-7 AGGREGATE BASE

10" CA-1 AGGREGATE BASE

HMA PAVEMENT

12" CA-6 AGGREGATE BASE

(BELOW HMA)

4" MIN. CA-6 AGGREGATE BASE

(BELOW PCC PAVER EDGE)

2" HMA BINDER COURSE

1.5" HMA SURFACE COURSE

PCC PERMEABLE PAVER EDGE (SPECIAL)

NON-WOVEN GEOTEXTILE FABRIC
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SLOPE ON CUT: 2H:1V




USE ON-SITE COBBLESTONE AS RECYCLED

RIP-RAP, 6" THICKNESS PLACED ON

GEOTEXTILE FABRIC, 2' LENGTH x 2' WIDE
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2%

2%

PERMEABLE BRICK PAVERS

PERMEABLE SOIL

6" PERFORATED

UNDERDRAIN

AGGREGATE BASE

14'

12" MIN.

30"

NATIVE GRASSES

& FORBS

SEE PERMEABLE PAVER

CROSS SECTION FOR DETAILS

NON-WOVEN

GEOTEXTILE FABRIC
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YARD HYDRANT

TRENCH BACKFILL

120 LF PERFORATED PIPE
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105 LF PERFORATED PIPE
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BOTTOM OF FOUNDATION STONE = 84.0

FOUNDATION STONE THICKNESS = 9"

BOTTOM OF CHAMBER = 84.75

TOP OF CHAMBER = 88.50

TOP OF STONE = 89.50

66 STORMTECH MC-3500 CHAMBERS

12 STORMTECH MC-3500 END CAPS

INSTALLED WITH 12" COVER STONE, 9" BASE STONE, 36% VOID RATIO

INSTALLED SYSTEM VOLUME: 12,668 CUBIC FEET

AREA OF SYSTEM: 3994 SQUARE FEET

PERIMETER OF SYSTEM: 275 FEET
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INVERT = 84.0

INVERT = 83.9
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LIGHT POLE AND

FOUNDATION W/

BASKET ARMS
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EXTEND CONDUIT

2' BEYOND THE

BACK OF CURB

P-11
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IRRIGATION CONTROL

I

I

SLEEVES CAN BE INSTALLED BY OPEN CUT PRIOR TO PAVEMENT INSTALLATION, EXCEPT WHERE NOTED

CONTRACTOR TO INSTALL 2 SLEEVES FOR IRRIGATION WHERE SHOWN
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* THE VILLAGE HAS 2 YEAR OLD FIXTURES IN STOCK IN

STORAGE, TOTAL OF EIGHT (8) TYPE 2 THAT CAN BE

RE-USED FOR THIS PROJECT.  THE CONTRACTOR WILL

NEED TO FURNISH THE FOUR (4) NEW TYPE 5 FIXTURES.

201 S. Bloomingdale Road
Bloomingdale, IL 60108
(630) 893-7000

PREPARED BY:

ELECTRIC PLAN

PROJECT NAME: DATE: 12-28-18
SCALE: nts
DRAWN BY: bps
APPROVED BY:

REVISIONS
1.
2.
3.

SHEET NO.

24
27

4.
5.
6.



ENTRANCE

MONUMENT

SECTION VIEW

ENTRANCE

MONUMENT PLAN

VIEW

CONCRETE FOUNDATION WALL

FOOTING: 46" x 46"

PIER BELOW GRADE 38" x 38"

COLUMN ABOVE GRADE: 27" x 27"
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ALL REBAR = GRADE 60,

NUMBER 5 REBAR INCLUDE

IN COST OF FOUNDATION

QUANTITY = 8

BAR A; QUANTITY = 1

STEEL LAYOUT, PLAN VIEW

BAR B; QUANTITY = 12

BAR C

QUANTITY = 4

BAR D
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